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Acronyms & Technical Terms 
We present a comprehensive listing of acronyms and technical terms used in the advanced semiconductor 
industry. Such is the complexity of this activity that some form of shorthand is essential for rapid communica- 
tion. While reference texts are available such is the pace of technological development that they usually fail 
to keep up. Moreover, they are by necessity somewhat broader and cover many terms of less relevance to this 
scientific sector. We hope that this acronym listing will help ensure that the directory issue stays on reference 
shelves worldwide. 
The listing includes few company-specific acronyms and excludes conference acronyms, but does covers many 
of the terms favoured by the optoelectronics and telecoms industry. We have tried to include as many chemical 
compounds as possible but may have omitted some of the longer organometallic precursor materials. 
New devices or variants of older ones are continually arriving so if you have coined a new acronym - or if we 
have omitted any - then please feel free to contact us so that they can be added in the next edition. 
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umerical 
2DEC Two-dimensional Electron Gas 
2DES Two-dimensional Electron System 























Auger Electron Spectroscopy 
Adaptive Differential Pulse Code Modulation 
Asymmetric Digital Subscriber Line 
Advanced Definition TV 
Atomic Force Microscope 
Anti-symmetric Heavy-Hole Free Exciton 
Anti-symmetric Light-Hole Free Exciton 
Aluminium Oxide (alumina or sapphire) 
Atomic Layer Epitaxy 
Aluminium Gallium Arsenide 
Aluminium Gallium Arsenide Antimonide 
Aluminium Gallium Nitride 
lndium Aluminium Gallium Nitride 
Aluminium lndium Gallium Phosphide 
AL-MOCVD Atomic-Layer MOCVD 
ALVT Advanced Low Voltage Technology 
AM Amplitude Modulation 
AM Air Mass 
AMLCD Active Matrix LCD 
AMPS Advanced Mobile Phone System 
AMRAAM Advanced Medium Range Air-to-Air Missile 
APD Avalanche Photo Diode 
AP-MOCVD Atmospheric-Pressure MOCVD 
AR Anti-Reflection 
ARC Anti-Reflection Coating 
ARPA Advanced Research Project Agency 




































Application Specific IC 
Average Selling Price 
Application Specific Standard IC 
All Solid Source MBE 
Application Specific Standard Product 
Advanced Schottky TTL 
Asynchronous Transfer Mode 
Arrayed Waveguide Grating 




Bump (or Ball) Grid Array 
Band Gap Engineering 
Bipolar-CMOS-DMOS 
Buried Heterostructure 
Bipolar and CMOS 
Bipolar Junction Transistor 
German Federal Ministry of Education, Science, 
Research & Technology (transl) 
Ballistic Missile Defense Organisation 
Barium Strontium Titanate 
Base Transceiver Systems 
Brillouin Zone 
Computer Aided Design 
Chemically-Assisted Ion Beam Etching 
Conduction Band 
Cell-Based Architecture 
Chemical Beam Epitaxy 
Charge Coupled Device 
Candela (unit of brightness) 
Cadmium Mercury Telluride 
Code Division Multiple Access 












































Common Flash-memory Interface 
Ceramic Ball Grid Array 
CMOS Imaging Sensor 
Copper lndium Selenide 
Complex Instruction Set Computing 
Computer Integrated Manufacturing 
Cathodo-luminescence 
Customized Long Instruction Word 
Complementary Metal Oxide Semiconductor 
Chemo Mechanical Polishing 
Cadmium Mercury Telluride 
Chip On Board 
Compression/decompression 
Coded Orthogonal Frequency Division Multiplex 
Central Processing Unit 
Cathode Ray Tube 
Customer Specific Integrated Circuit 
Copper lndium Diselenide 
Capacitance-Voltage 
Chemical Vapour Deposition 
Chemical Vapour Transport 
Continuous Wave 
Czochralski 
Cadmium Zinc Telluride 
Digital-to-Analogue (convertor) 
Digital-to-Analogue Converter 
Digital Audio System 
Dimethylallytelluride (precursor) 
Distributed Bragg Reflector 
Direct Broadcast Satellite 
Direct Current 
Dielectric Constant 
Direct Coupled FET Logic 
Double Crystal X-ray Diffraction 
Dislocation Density 
Double DLTS 
DDR DRAM Double Data Rate DRAM 
DECT Digital Enhanced Cordless Telephone 
Demux Demultiplexer 
DETe Diethyl tellurium 
DEZn Diethyl zinc 
DFB Distributed FeedBack 
D-FET Depletion-mode FET 
DGF Dynamic Gradient Freeze 
DH Double Heterostructure 
DHBT Double Heterostructure Bipolar Transistor 
DHTe Dihydrotellurophene 
DIL Dual-In-Line 
DIMM Dual-In-Line Memory Module 
DIP Dual-In-Line Package 
DIPT(e) Di-isopropyl tellurium 
DLC Diamond-Like Carbon 
DLD Dark Line Defects 
























































Deep Level Transient Spectroscopy 
Direct Memory Access 
Dimethylhydrazine 
Digital Monolithic Integrated Circuit 
Digital/Dynamic MOS 
Dilute Magnetic Semiconductor 
Density Of States 
Double Pole, Single Throw (switch) 
Diode-Pumped Solid State Lasers 
Double Quantum Well 
Dynamic Random Access Memory 
Double Sided (floppy disk) 
Digital Subscriber Line 
Digital Signal Processing 
Digital Simultaneous Voice and Data 
Direct Sequence Spread Spectrum 
Diode-Transistor Logic 
Digital Tuning System 
Digital Terrestrial TV 
Deep UV 
Digital Video Disk 
Dense Wavelength Division Mulitplexing 
Electra-Absorption Modulator 
Electron Beam 
Electron Beam Injection Current 
Electron Beam Pumping 
Emitter Coupled Logic 
Electron Cyclotron Resonance 
Enhancement/Depletion 
Electronic Design Automation 
Electron Dispersive X-rays 
Erbium-Doped Fibre Amplifier 
Enhanced Data rate for CSM Evolution 
Electrically Detected Magnetic Resonance 
Extended Data Out 
Enhanced DRAM 
Extra Data Output RAM 
Energy Dispersive (X-ray) Spectroscopy 
Edge Emitting Laser 
Electron Energy Loss Spectroscopy 
Electrically Erasable Programmable Logic Device 




Electroluminescence Detected Magnetic 
Resonance 
Epitaxial Lateral Overgrowth 
Epitaxially Laterally Overgrown Gallium (nitride 
on-sapphire) 
ElectroMagnetic 
European Eco-Management and Audit Scheme 
Electromagnetic Compatibility 
Electra-absorbtive Modulated Isolated Laser 
Module 
ElectroMagnetic Pulse 
Electron Nuclear Double Resonance 





















































Elastic Optic Coefficient 
Etch Pit Density 
Electrically Programmable Logic Device 
Erasable PLD 
Electron Paramagnetic Resonance 
Electrically Programmable Read Only 
Electra-reflectance 
Electrically Reconfigurable Arrays 
Electron Spectroscopy for Chemical Analysi 
European Strategic Program for R&D in 
Information Technology 
Electron Spin Resonance 
Enhanced Throughput Cellular 
Extreme UV 
Extended X-ray Absorption Fine Structure 
Face Centred Cubic 
Fermi Energy 
Fully Encapsulated Czochralski 
Forward Error Correction 
Field Emissive Display 
Field Effect Transistor 
Fraunhofer Cesellschaft 
Focused Ion Beam 
First In First Out or Fan In Fan Out 
Far Infrared 
Floating Point Instructions Per Second 
Fermi Level Pinning 
Frequency Modulation 
Front Opening Unified Pod 
Focal Plane Array 
Field Programmable Analog Array 
Field Programmable Gate Array 
Field Programmable Logic Array 
Ferroelectric RAM (4.v.) 
Fluorinated Silicate Glass 
Frequency Shift Keying 
Field Sequential Phase Alternation Line 
Fourier Transform Infrared (spectroscopy) 
Flash Transition Layer 
Fibre-To-The-Curb 
Fibre-To-The-Home 
Full Width at Half Maximum 
Gallium Arsenide 
Gate Array Logic 
Gallium Nitride 
Gallium Phosphide 
Gallium Arsenide Phosphide 
Gallium Arsenide Antimonide 
Gallium Antimonide 
Gigabit (230=1 ,073 billion bits) 






















































Gigabits per second 
Germanium 
Germane 
Cadolinium Gallium Garnet 
Ground (voltage level) 
GaN-on-Sapphire 
CaAs-on-Insulator 
General Packet Radio Switching 
CRaded INdex Separate Confinement 
Heterostructure 
Gas Source MBE 
Global Systems for Mobile (communications) 
Gate Turn Off (thyristor) 
High-speed Anti-Radar Missile 
Horizontal Bridgman 
Heterostructure Bipolar Transistor 
High-speed CMOS 
High-speed CMOS TTL compatible 
Hardware Description Language 
High-Density Plasma (for etching, CVD) 
Hydrostatic Deformation Potential 
High (bit rate) Digital Subscriber Line 
High Definition TV 
High-Energy Electron Diffraction 
Hole Effective Mass 
High Electron Mobility Transistor 
Heterostructure FET 
Horizontal Gradient Freeze 
Mercury Telluride 
Heavy Hole 
Hybrid Integrated Circuits 
Heterojunction Insulated Gate FET 
High Performance Parallel Interface 
Hetero Junction Bipolar Transistor 
Hetero Junction FET 
High Speed MOS 
High-Pressure LEC 
High-Resolution EELS 
High-Resolution Electron Microscopy 
Holographic Readout System 
High-Resolution XRD 
High-Speed Circuit-Switched Data 
High Temperature Electronics 
Hydride VPE 
Input and Output 
Ion Beam Assisted Etching 
Ion Beam Deposition 




Insulated Gate Bipolar Transistor 






















































Insulated Gate FET 
Infrared Hot Electron Transistor 
Integrated Laser Modulator 
Integrated Injection Logic 
Inter-Metal Dielectric 
Impact Avalanche Transit Time 
Intelligent Manufacturing System 
lndium Arsenide 
lndium Arsenide Antimonide Phosphide 
lndium Gallium Arsenide 
lndium Gallium Arsenide Nitride 
lndium Gallium Arsenide Phosphide 






IR Focal Plane Array 
Inter-subband Transition 
Interface State Density 
Integrated Service Digital Network 
Industrial, Scientific & Medical band 
Interface Strain Parameter 
In Situ Spectroscopic Ellipsometry 
lndium Tin Oxide 
Current-Voltage 
Inter-Valence Band Absorption 
Joint Electron Device Engineering Council 
Japan Electronic Industry Development Association 
Joint European Submicron Silicon Initiative 
Junction FET 
Joint Photographic Experts Group 
Known Good Die 
Prefix 1024 (2(O)or 1000 
Laser Assisted Gas Etching 
Local Area Network 
Light Amplification by Stimulated Emission of 
Radiation 
Liquid Crystal Display 
Laser Diode 
Laterally Diffused Metal Oxide Silicon 
Low Dimensional Structures & Devices 
Low-energy electron-enhanced etching 
Liquid Encapsulated Czochralski 
Light Emitting Diode 
Low Electron Energy Diffraction 
see EL0 
Light Emitting Polymer 
Lissajous Electron Plasma 
LESR Light Induced Spin Resonance 
LEVB Liquid Encapsulated Vertical Bridgman 
LGE Light Generation Efficiency 
LH Light Hole 
LIMA Laser-Induced Mass Analysis 
LiNbO, Lithium Niobate 
LMDS Local Multipoint Distribution Service 
LNA Low Noise Amplifier 
LOCMOS Local Oxidisation CMOS 
LPCVD Low Pressure CVD 















































Laser Projection Display 
Liquid Phase Epitaxy 
Liquid Phase Electra-epitaxy 
Large Scale Integration 
Low-Temperature MBE 
Local Thickness Variation 
Luminescence Conversion LED 
Localised Vibration Modes 
Low Voltage Technology 
Long Wavelength IR 
Longitudinal Wave Velocity 
Multiplexed Analogue Components 
Megabit (220=1,048,576 bits) 
MegaByte (220=1,048,576 Bytes) 
Megabits per second 
Molecular Beam Epitaxy 
Millicandela 
Minority Carrier Diffusion Length 




Multimedia Cable Network System 
MOS Controlled Thyristors 
Mercury Cadmium Telluride (also CMT) 
MicroController Unit 
Mini Disk 
Maximum Doping Limit 
Multibank DRAM 
Micro-Electra-Mechanical Structures 
Metal Semiconductor FET 
Maximum Free Carrier Concentration 
Metal Ferroelectric Metal Insulator Semiconductor 
FET 
Spine1 (substrate) 
Metamorphic Bipolar Transistor 
Metamorphic High-Electron Mobility Transistor 
Musical Instrument Digital Interface 
Microwave & Millimeter (wave) IC (Program) 
Million Instructions Per Second 
Metal Insulator Semiconductor FET 
Multi-Level Cell 
Microwave Monolithic Integrated Circuit 
Memory Management Unit 
Millimetre Wave 
Monolithic Millimetre Wave IC 
92 Advanced Semiconductors Buyers’ Guide 
MO MetalOrganic 
MODEM Modulator (and) Demodulator 
MODFET Modulation Doped FET 
MOCVD Metal Organic Chemical Vapour Deposition 
MOMBE Metallorganic MBE (q.v.) 
MONET Multi-wavelength Optical Network 
MORIE MetalOrganic Reactive Ion Etching 
MOS Metal Oxide Semiconductor 
MOSFET Metal Oxide Semiconductor Field Effect Transistor 
MOVPE Metal Organic Vapour Phase Epitaxy 
MP Melting Point 
MPEC Motion Picture Experts Group 
MPL Multi-level Pass transistor Logic 













Multiple Quantum Well 
Magneto-Resistive 
Medium Scale Integration 
Metal-Semiconductor-Metal 
Modulated Semiconductor Structure 
MicroSystems Technology 
Mean Time Between Failure 






























Logic term - Not-AND (result is NOT-operation af- 
ter an AND-operation) 
Near Band Edge 
NanoCrystal 
Native Defect 




Nuclear Magnetic Resonance 
Non-biased Optical Bistable (device) 
Non-Punch Through 






Optical Absorption Coefficient 
Optical Carrier level for SONET, e.g.: 
51.84 Mbps fibre connection data rate 
155.52 Mbps fibre connection data rate 
622.08 Mpbs fibre connection data rate 
2.488 Cbps fibre connection data rate 
10 Cbps fibre connection data rate 




























































Optically Detected Magnetic Resonance 
OptoElectronic IC 
Original Equipment Manufacturer 
Ozone Depletion Potential 
Opt0 Isolator 
Orientation Imaging Microscopy 
Organic LED 
Organometallic 
Organo-Metallic CVD (see MOCVD) 
Organometallic VPE (see MOVPE) 
Office of Naval Research 
Operational Amplifier 
Optically Pumped Laser 
Optically Pumped Stimulated Emission 
Optical Transient Current Spectroscopy 
One Time Programmable Read Only Memory 
Power Added Efficiency 
Programmable Array Logic 
Pyrolytic Boron Nitride 
Peripheral Component Interconnect 
Pressure-Controlled LEC 
Pulse Code Modulation 
PC Memory Card International Association 
Personal Communication and Network 
Personal Communications Services 
Personal Digital Assistant 




Pre-Embossed Rigid Magnetic 
Photoelectron Spectroscopy 
Photoemission Spectoscopy 
Pin Grid Array 
Phosphine 
Pseudomorphic HEMT 
Personal Handy Phone 
Physical Layer 
Photo-Induced Current Transient Spectroscopy 
P-type Insulator N-type 
Photoluminescence 
Programmable Logic Array 
Plastic Leaded Chip Carrier 
Programmable Logic Device 
Photoluminescence Excitation (spectroscopy) 
Phase-Locked Loop 
Percentage Local Thickness Variation 
Pseudomorphic MODFET 
P Channel MOS 
Parallel Processing Random Access Memory 
Photoreflectance 
Partial Response/Maximum Likelihood 
Programmable Read Only Memory 
Photon Recycling Semiconductor LED 
Photoemission Spectroscopy 
Photo-Voltaic 
Physical Vapour Deposition 






















































Quadrature Amplitude Modulation 
Quantum Cascade (laser) 




Quantum Well, Infra-Red (detector) 
Quantum Well, Infra-Red Photodetector 
Rambus ASK Cell 
Radiation Hard 
Random Access Memory 
Rutherford Backscattering Spectroscopy 
Reverse Bias Safe Operating Area 
Resonant-Cavity LED 
Rambus Dynamic Random Access Memory 
Reflectance Diffraction Spectroscopy 
Reflectance Electron Microscopy 
Radio Frequency 
Radio Frequency Integrated Circuit 
Radio Frequency ICP 
Radio Frequency IDentification 
Residual Gas Analysis 
Reflection High Energy Electron Diffraction 
Resonant Hot-tunnelling Electron Transistor 
Reaction Ion Beam Etching 
Reactive Ion Etching 
Reduced Instruction Set Computing 
Read Only Memory 
Record-On-Silicon 
Resonant Raman Scattering 
Raman Scattering 
Resonant Tunnelling Diode 
Rapid Thermal Annealing 
Rapid Thermal Processing 
Resonant Tunnelling Structure 
Symmetric Heavy-Hole Free Exciton 
Symmetric Light-Hole Free Exciton 
Selective Area Growth 
Scanning Acoustic Microscopy 
Scanning Auger Microscopy 
Surface Acoustic Wave 
Antimony 
Small Business Innovative Research Award 
Scanned Beam Laminography 
Semi-Conducting 
Scattering with Angular Limitation in Projection 
Electron-beam Lithography 
Separate Confinement Heterostructure 
Scanning Capacitance Microscopy 




























































Shubnikov-de Haas (oscillations) 
Synchronous Digital Hierarchy 
Selectively Doped Heterojunction Transistor 
Synchronous Dynamic Random Access Memory 




Surface Emitting Laser 
Scanning Electron Microscope 
Serialization/Deserialization 
Single-Electron Transistor 
Stacking Fault Density 








Single-In-line Memory Module 
Secondary Ion Mass Spectrometry 
Semiconductor-Insulator-Semiconductor FET 
Super Lattice 
Surface Laminar Circuits 
Standard-function Linear Integrated Circuit 
Spatial Light Modulator 
Semiconductor Laser Pumped Solid State (laser 
source) 
Strained Layer SL 
Surface Mount Devices 
Single Instruction Multiple Data 
Standard Mechanical InterFace 
Surface Mount Technology 
Spin-split-off 
System on (a) Chip 
Silicon-On-Diamond 
Spin-On-Dielectric 
Small Outline Dual-In-line Memory Module 
Spin-On-Glass 
Silicon-On-Insulator 
Small Outline Integrated Circuit 
Synchronous Optical Network 
Small Outline Package 
Silicon-on-Sapphire 
Staggered Pin Grid Array 
System Programmable Gate Array 
Serial-Peripheral Interface Protocol 
Special-Purpose Linear Integrated Circuits 
Scanning Probe Microscopy 
Single Quantum Well 
Static Random Access Memory 
Solid-State Floppy-Disk Card 
Small Scale Integration 
Static SIMS 
Shrink Small Outline Package 
Solid-Source MBE 
Solid-State Recrystallisation 
Synchronous (cache) Static RAM 






















































Scanning Tunnelling Microscopy 
Shallow Trench Isolation 
Schottky Transistor Logic 
Terabit 
TeraBytes 




Time Division Multiple Access 
Thermo-Electric Coolers 
2-Dimensional Electron Gas FET 
Triethylgallium 
Transmission Electron Microscopy 
TetraEthyl OrthoSilicate 
Thin Film Electroluminescent Display 
Terrain Following Radar 
Thin-Film Transistor 
Travelling Heater Method 
TeraHertz (1 015 Hz) 
Total Internal Reflection 





The Realtime Operation System Nucleus 
Time-Resolved PL 
Thin Shrink Small Outline Package 
Transistor Transistor Logic, or 
Through The Lens 
Total Thickness Variation 
Travelling Wave Tube 
Under Bump Metallization 
Ultra-High-Brightness LED 
Ultra-High-Vacuum CVD 
Ultra Large Scale Integrated Circuit 
Universal Mobile Telecommunications Service 
UV Photoelectron Spectroscopy 
Universal Serial Bus 
Undoped Silicate Glass 
User-Specific Integrated Circuit 
Ultra-Thin Quad Flat-Pack 
Ultra-Thin Silicon 
Ultra Violet 
UV radiation of wavelength from 320-400 nm 
UV radiation of wavelength from 280-320 nm 
UV radiation of wavelength less than 280 nm 
Ultra Violet Programmable Read Only Memory 




















































Voltage Controlled Oscillator 
Vapour-pressure-controlled Czochralski 
Vertical Cavity Surface-Emitting Laser 
Very high bit-rate Digital Subscriber Line 
Video Electronics Standards Association 
Vacuum Fluorescent Display 
Vertical Gradient Freeze 
Video Guidance Sensor 
Very High Speed Integrated Circuit 
Video Instruction Set Computing 
Vapour Levitation Epitaxy 
Very Long Instruction Word 
Very Large Scale Integration 
Vapour Phase Epitaxy 
Video RAM 
Very Small Aperture Terminal 
Virtual Socket Interface 
Variable Sensitivity Photodetector 
Vacuum UV 
Very long Wave InfraRed (detectors) 
Vertical Zone Melting 
Wide Area Network 
Wavelength Division Multiplex 
Wafers per Hour 
Wireless Local Area Network 
Wafer Scale Integration 
Wireless Application Protocol 
Wide Band Gap 
Tungsten Hexafluoride 
X-ray Micro-Probe 




Yttrium Aluminium Garnet 
Yttrium Lanthinum Garnet 





Zero Phonon Line 
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